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Explosion Proof
Camera Series

JM612A-V6-10
Camera Series

Features

Ex cer�fica�on : Exd II C T6 Gb / Ex tD A21 IP66 T130℃
10X Op�cal zoom by 32X digital zoom, 700TVL
360 rota�on of pan & �lt
128 target presets, 8 preset tours 
Hot-key opera�on
Propor�onal speed 
RS485 control
Compa�ble to PELCO P/D protocol 
IP66 Protect level
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Analog Camera

Colling Plate

Wiper
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The Body Aluminum alloy body: 8~22mm
CCD Op�cal Window 5mm filmed and toughened glasses

Moun�ng Standard moun�ng op�ons include bulkhead, 
pedestal, and inverted loca�ons

Standard Input Voltage Shipboard AC110 or AC220

Low Voltage Input AC24V / DC24V (DC18V~DC32V) 

Power Supply AC24V / DC24V (DC18V~DC32V) 

Power Consump�on Aluminum Alloy housing: max 50W, mini 28W
Stainless Steel housing : max 72W, mini 28W

Working Temperature -20℃ ~+60℃

Storage Temperature -40℃ ~ +60℃

Rota�on Range pan: 360 , �lt: 360
Rota�on Speed pan: 0.1 ~60 /s, �lt: 0.1 ~40 /s
Preset Speed pan: 60 /s, �lt: 40 /s
Preset Accuracy 0.03 (auto or manual)
Auto Scan 1 ~40 /s

Image Sensor 1/3" Panasonic CMOS Sensor

Zoom 10X Op�cal zoom, 32X Digital Zoom

Focal Length f = 5.1 mm ~ 51 mm

Aperture Ra�o F1.6 (wide) ~ F1.8 (tele)

Angle Of View(D, H, V) Wide : 68 x 54 x 31
Tele : 6.7 x 4.9 x 4

Resolu�on 700 TV lines in color 

Min. illumina�on Color : 0.5 lux , BW : 0.1lux
Color DSS : 0.125 lux , BW DSS : 0.025 lux

Distance 0.1 / 1.0 / 3.0 / 6.0 / 10.0 m

Iris 0~20

Video Output composite or (HD op�onal)

General Performance

Pan/Tilt

Camera


